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Landlord Sign Criteria

The following sign criteria has been established to assist tenants In complying with their
lease. These basic standards have been made to govern the design, fabtication and
installation of tenant signs and are Iintended to afford all ténants clear visual
identification, both day and night, and to protect against poorly designed and badly
proportioned signage. The sign slandards have been selected to harmenize with and
complement the building materiats and will assist in creating the proper atmosphere for
the center.

DRA G SUBMITTAL REQUIREMENTS

Tenant ehail submit for Landlord's approval three (3) copies of shop drawings for
Tenant's proposed sign which shall show (a) complete sign layout with scale (b) typical
cross sections of fetters, {c) mounting details and (d) all dimenslons, materials, and
colors and (e) elevation showing placement of sign on the bullding. If requested by the
Landlord, Tenant shall fumnish to Landlord samples of materals proposed for use,

GENERAL REQUIREMENTS

City 2Zoning
Reguirements: All signs are subject to City of Alien Zoning Sign Ordinance,

Tenant's wall signage will be based on thelr proporiionate share of
frontage on the elevation that the sign wlil be logated. For axample,
if the bullding has 50 feet of frontage and the tenant’s space
occupies 25 feel of lhe 50 feet, Tenant will be allowed 50% of the
allawable wall signage far that elevation.

Tenant
Responsibility: Each Tenant shall furnish and install all signs at Tenant's own cost,

{f Tenant installs eny eign withcut Landlord's prior writtén approval,
Tenant shall remove such sign within five (5) days from the receipt
of wrilten natice from Landlord demanding removal of such sign. In
the svent Tenanl falla to rémove any such sign within a five (5) day
period, Landlord may remove slich sign without further notice to
Tenani and Tenant shall reimburse Landlord the amaunt of
expenses incurred by Landlord in removing such sign plus fifteen
pereent (15%).

Each Tenan! is responsible for its sign conforming to the applicable
ordinances and codes. Each Tenant shalf be responsible for hiring
a licensed sign contractor to obtain all required permits prior to
commencement of installation.

No axposed ballast boxes, sign cabinets, or eleclrical transformers
shall be permitted. Sign company names or stamps shall be
concealed. External sign illumination shall not be permitied. In no
event shall Tenant's be permitted flashing o blinking signs,
exposed neon or other materlals that detract, in the Landlord's
oplnion from the image of the Property.

All sign designs ara subject to prior writtan approval by the
Landlord BEFORE any sign fabrication. Landlard has the right to
waive any provisions listed herein. YWaiver jn a single Instance shall
not necessarily constitute a walver fo any other tenant.

Notwithstanding the foregoing, the Developer shall have final
approval rights on all exterlor signs.



Removing Signs:
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Tenant shall remove Its sign at the termination of its lease at its sole
cost and expense. Included with removing its sign, Tenant shall
repair all holes in the fascia and chalk and paint to match the fascia
to Landlord’s satisfaction

EXTERIOR MOUNTED SIGNS

Size:

Location:

Manufacturing
Specifications.

Tenant's wall signage will be basad on their proportionate share of
frontage on the elevation that the sign will be located. For example,
if the building has 50 feet of frontage and the tenant's space
occupies 25 feel of the 50 feet, Tenant will be allowed 50% of the
allowable wall signage for that elevation,

Slgnage to be vertlcally centered within the sign band

Individually mounted illuminated channel letter sign to follow UL48-
T2D (GF1) speclfications).

SIGN CONSTRUCTION STANDARDS — CHANNEL LETTER TYPE SIGNS ONLY

Nlumination;

Letter
Conatruction:

Type Style/Logo
Require ments:

Paint and Coler
Requirements:

Mcunting:

Efectrical
Require ments:

lumination to be LED components only (Front lit/Back lit)

All aluminum construction.

Letter Depth: 5" minimum.

Letter Height: 42" maximum,

Sign backing to be 3/16* white polycarbonate. (see sign exhibi)
Interior seams shall be caulked, and all letters to have 4" drain
holes.

All sign componenta shall be conslructed of corrosion-free
materials.

Type styles may vary from sign to sign. Logos are allowed but
Iimited in size and colors.

All visible metal services shall be painted with Matthews Two-stage
acrylic paints.

All channel letter sign:
MmoUnpting Lang ik
to the buildl

All letters shall be mounted 1%:" off mounting panel that is installed
an & 7°x7" raceway that is anchored {o the plywood wall sheathing,
Whether raceways are at the location of brick, stucco, or metal
panels, they shall be anchored lo the plywood wall sheathing
bshind the veneer. All penatrations to the building fascia shall be
sealed with a silicone-based sealant of clear color to match building
fascia.

All electrical components are o be housed in the 7"x7" raceway. All
transformers, power supplies, transformer boxes, conduit, and GTO
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shall be UL listed. Primary power shall be 120 Vol (check with sign
vendor for amperage).

Cantrol Wiring: Tenant shall furnigh a sign control relay, which shall be Installed by
the Tenant in the ceillng area at the front of the Tenant space. The
relay shali be connected 1o the 1204208V lighting clrcuit for the
common area light fixtures. located on the front building fagade.
The power for the Tenant sign shall be oblained from the Tenant
panel. See Exhibit D-2 attached he reto.

Spadial

Components: Back mounting pansl to be aluminum construction only using .080
aluminum painted with Matthews 2 stage acrylic to match SW2005
Keystone Gray.
All sign positions shall be approved by davelopar prior ta
installation area. Sign copy shall maintain a 4" dislance from panel
adge.

$SIZE OF LETTERS

One horizontal line of leltering not to excaed 42" in height .
Multi line slgns will be considered on a case by case basis.

SECONDARY AND PROHIBITED SIGNS

Storefront address letters should be placed directly above both the storefront door and
rear door. Letters should be fabticated of vinyl or similar materlal and shoukd adhere to
the following spec:

Note:

A_1 0 0] 3” Font: Century Schoolbook

Color: Whilte

No window signs are pormitted without the prior written approval of the landlord.
Absolutely ng neon window signs are pemitted.

Landlord will allow 4" reflective black letters to be placed on the rear door for
identification purposes. Color to be black — Company name and / or suite number only.

No banner type signs are allowed

Licensing
Requiremenls Par Clty of Allen requirements



